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This report contains confidential information and is for the exclusive use
of the client, John Smith. Distribution to other parties is prohibited by
contractual agreement.

Date of Inspection: September 9th, 2006

THR File #60909S

Paul Daniel, Oregon Certified Home Inspector #507

About This Report

This inspection report is a result of a visual inspection of the subject
property and while not technically exhaustive, includes all structural and
service components readily observable. The inspection is visual only and
there has been no destructive testing or disassembly of components,
other than removal of cover plates. Furniture, carpets, insulation or
other materials that may prevent inspection have not been moved or
removed. The inspection does not include examination for hazardous
materials.

All conclusions are the professional opinion of the inspector and are not
a guarantee or warranty of the performance of the structure, systems, or
components. Please note that this is not a code inspection and as such
does not indicate the compliance or lack of compliance with local
building codes.

Any estimates of remaining serviceable life, repair costs, etc. are advisory
only. Individual units or systems vary widely in their performance.

We encourage you to conduct a pre-settlement walk through to confirm
conditions just prior to closing. Damage or failure of components may
occur between the time of inspection and your occupancy of the
property.

Property Description

1.1 The subject structure is a two level house built approximately four
years ago. The house is located on a slightly elevated lot in a suburban
area. The home faces Sample Street to the west. The property includes
a covered patio and garage. The house has in general been adequately
maintained.
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Lot & Grounds

2.1 Driveway: Poured concrete.

2.2 Walkways: Poured concrete.

2.3 Patio: There is a poured concrete patio which is covered by the
main roof.

2.4 Porch: The porch is set under the main part of the roof. The roof
extension is supported by wood posts and is in good condition.

2.5 Site grading/drainage: The house sits on a slightly elevated site
which should provide generally good drainage. There is a slope/swale on
the east boundary which appears likely to have been created to divert
water away from the property on the east side.

2.6 Site grading/clearance: Clearance between soil and siding is
generally good around the home.

2.7 Fence: There is a vertical board fence which has been installed
using pressure treated posts, an advantage.

2.8 Gates: The gates function adequately.

2.9 Hose bibbs: Two hose bibbs installed. Staining suggests minor
leaks may exist during use, but were not evident during testing. I
recommend monitoring.
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Exterior

3.1 Roof water control: There is a continuous ‘K’ style aluminum
gutter system installed on the house. Aluminum downspouts are used
also. This is a good quality system. The downspouts connect to an
underground drainage system, an advantage.
Confirmation of drain function and outlet are not a part of this
inspection.

3.2 Siding: The house is mainly covered with an engineered product
known as fiber cement board. It is manufactured from wood fibers and
cement, a component of concrete. The version of the product installed is
manufactured to look like horizontally installed board siding. To date this
siding material has shown good durability.
The installation and condition of the siding is generally good. Maintain a
good caulk seal at joints, and intersections with windows, doors, etc.
There are some locations where movement has opened up joints, and re-
caulking is needed in these areas at this time.

There are small areas of brick veneer installed on the lower parts of the
west side. There are gaps at the junction of the brick and fiber cement
siding. I recommend the gaps are sealed to prevent possible water entry.

Sample views.
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3.8 Patio door: This is a vinyl frame sliding door, with insulating safety
glass. There is no screen door installed.

3.9 Front door: Wood.

Roof

4.1 Observation method: Walked on roof.

4.2 Description: This is a gable style roof of moderate pitch. The
roofing material is laminated architectural composition shingles; a good
quality material.

4.3 Installation: The quality of installation is generally good.

4.4 Condition: The shingles are approximately two years old, and are in
good condition. This type of roof is typically warranted for twenty-five
years or more.

4.5 Roof deck: Oriented strand board panels.

4.6 Flashing: The metal flashing is generally well installed and in good
condition. The lower flange of a vent jack is not flush with the roof
surface. See locating diagram. The gap was occupied by wasps on the
day of inspection. I recommend the wasps are removed and flange is
secured with fastener; the fasteners should be sealed with mastic.

Several live wasp nests were observed, mainly under the roof overhang. I
suggest the nests are removed to prevent potential sting hazard. See
sample view on the following page.


